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1. BEFORE STARTING / -ftlf 


1. This set is exclusively for use in cars with a negative 
ground, 12 V power supply. 

2. Read these instructions carefully. 

3. Be sure to disconnect the battery “0" terminal before 
starting. This is to prevent short circuits during 
installation. (Figure 1) 
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2. CAUTIONS ON INSTALLATION / Mjjf 
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1. Prepare all articles necessary for installing the source unit before starting. 

2. Install the unit within 30° of the horizontal plane. (Figure 2) 

3. If you have to do any work on the car body, such as drilling holes, consult your car 
dealer beforehand. 

4. Use the enclosed screws for installation. Using other screws can cause damage. 
(Figure 3) 
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3. INSTALLING THE SOURCE UNIT / / g*ll ■M*1 


■ Universal Mount 

1. Place the universal mounting bracket into the instrument panel, use a screwdriver to 
bend each stopper of the universal mounting bracket inward, then secure the stopper 
as shown in Figure 4. 

2. Wire as shown in Section 7. 

3. Insert the source unit into the universal mounting bracket until it locks. 

4. Take care of the top and bottom of the outer escutcheon and mount it so that all the 
hooks are locked. 
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Notes: 

1) Some car models require special mounting kits for proper installation. Consult 
your Clarion dealer for details. 

2) Fasten the front stopper securely to prevent the source unit from coming loose. 
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Figure 4 / B 4 / ElU 4 


■ Fixed Mount (Using the bracket originally equipped in vehicle) 

This unit is designed for fixed installation in the dashboard. 

If the vehicle is equipped with a factory-installed radio, install the source unit with the 
parts and screws marked (★). (Figure 5) 

If the vehicle is not equipped with a factory-installed radio, obtain an installation kit to 
install the source unit in the following procedure. 

1. Remove the springs at both sides of the source unit (Figure 6). 

2. Secure the mounting brackets to the chassis as shown in Figure 5. When the 
source unit is installed without the universal mounting bracket, holes exist; 
modification, such as drilling new holes, of the mounting brackets may be required 
for other models. 

3. Wire as shown in Installation (Section 7). 
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Secure the unit in the dashboard, and then reassemble the dashboard and the 
center panel. 
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Figure 6 / 


* : The parts and SCREW with this mark are used to install radio or included in the 

installation kit. 

★ : The screws with this mark are originally attached to the vehicle. 

Note 1: In some cases, the center panel may require some modification (trimming, filling, 
etc.). 

Note 2: If a hook on the installation bracket interferes with the unit, bend and flatten it 
with a nipper or a similar tool. 
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REMOVAL OF THE SOURCE UNIT / JfaWaS^g / -g*|| gjj 


1. When removing the source unit, disassemble it in the reverse of the order in 
Section “3. INSTALLING THE SOURCE UNIT”. 

2. Press the outer escutcheon upward and remove it. (Figure 7) 

3. Insert and lock the hook plates. (Figure 8) 

4. Pull the hook plates to remove the source unit. 
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5. INSTALLING THE DC-DC CONVERTER / $%DC-DC$f ftjg / DC-DC gjb)E) 

Install the DC-DC converter under a seat, etc. ft#Y^ftftT®S8DC-DC||B6S DC-DC #2| o(a«o(| y*|*)u|E). 
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Note: 

When drilling the installment panel, the wiring on the car, the air conditioner ducts, 
etc. are sometimes scratched. 

During installation, sufficiently check the rear side of the panel and its strength, and 
prevent the tips of the mounting screws from touching the wiring or air conditioner 
ducts. 
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6. CAUTIONS ON WIRING / MfrffliilSg / ?gl4g 


I 1. Be sure to turn the power off when wiring. 

2. Be particularly careful where you route the wires. Keep them well away from the 
engine, exhaust pipe, etc. Heat may damage the wires. 

3. If the fuse should blow, check that the wiring is correct. 

If it is, replace the fuse with a new one with the same amperage rating as the 
original one. (Figure 10) 

Note: 

There are various types of fuse holder. Do not let the battery side touch other metal parts. 

4. Connect the CeNET extension cable fully and securely until it locks. When the 
CeNET extension cable is pulled, hold the slide cap part and pull it towards you. 

* When the CeNET extension cable is extended or branches, use extension cable 
CCA-520 (2.5m) or CCA-521 (0.6m), or Y-adapter CCA-519 (each of them is sold 
separately). 

* Use the CeNET extension cable made by Clarion. 

5. Insert the black connector securely into the digital signal connector until it locks. 
(Figure 11) 

When disconnecting an optical digital cable, squeeze the tabs at the right and left 
sides of the connector, and pull gently. (Figure 12) 

Note: 

The optical digital cable should not be bent with a gentle arc radius of 1.5 cm or 
less. If it is bent sharper than this, the performance of the cable will be greatly 
reduced and the cable may be damaged. 
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7. WIRE CONNECTIONS/ 
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To external amplifier 

* To eliminate audio short circuits, do not remove the caps 
of unused RCA cables. 

CAUTION: Please make sure when connecting 

external power amplifier, that you properly, 
to the car chassis, ground the amplifier. If 
this is not done, severe damage to the 
source unit may happen. 

* ^jaftWSJSf®, *B»T*«JHWRCAI6»IH. 

»*: «#*a»*®6ft6adfa* 

®»j, 


"Ss7| *01144 
4 a* &£|5)A| r 

E3 *47) 


IfAfa.' 

j| 


□[A)* RCA 40|* 


AfcHcni 


Optical digital cable 
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CeNET input 
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CeNET cable 
CeNET I 
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-16-Pin Connector Extension Lead 1,5m 

(attached to the source unit) 
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10-Pin Connector 
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DC-DC Converter 
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. Connect to cellular phone mute lead. 
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Yellow wire (Bus power lead) 
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Fuse (3A) 
m (3 


«lts ( 3A ) 
ms (3A) 

Red wire (Power lead) 
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Connect directly to battery. 
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Accessory© 12 V 
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Terminal Cover 
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Place the terminal cover on the terminals to prevent a short circuit. 
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Fuse(IOA) 
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Black wire (Ground lead) 1,5m 
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Connect to vehicle chassis ground. 
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Yellow wire (Memory back-up lead) 3.5m 

3.5m 
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Connect the terminal on the main power cord to the car battery (+) terminal. 
When passing the power cord through to the inside of the car from the engine 
compartment, use the taping or the waterproofing grommet for protection. 

(+) jsff. 


Blue/White wire (Amplifier turn-on lead) 
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Orange/White wire (Illumination lead) 
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Blue wire (Auto antenna lead) 
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Connect to remote turn-on lead of amplifier. 
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Connect it to the car power supply terminal for illumination. 
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Connect it to the car power supply terminal for the antenna. 
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A CAUTION / )E® / t s I A H 


When drilling a hole on the car to install 
the terminal, prevent the terminal from 
contacting the wiring on the car. 
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8. DIGITAL WIRING / 41-M 


Switch Adjust mode "D-OUT" to match the model you are connecting. For details, see 
"Setting the digital output (D-OUT)" in the Owner's Manual. 

The factory default setting is "OFF". 


tjjMTftiit “d-out” 
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Example of Digital Output Wiring 


When connecting to a 5.1 ch surround decoder, switch Adjust mode "D-OUT" on this set to i§j|=Sj5.lch “D-OUT” “ON” 

"ON". 
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3.E. “D-OUT” 1 “ON” 2 


CeNET cable (included in connected equipment package) 
CeNETM ( £*£«&&&&* ) 
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Set selector switch to STAND ALONE. 
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5.1ch surround decoder 
5.1chiRiWffl| 
5.1 Ajann q 3.c\ 


Optical digital cable (sold separately) 

DCA-005 (5m)/DCA-008 (1.5m) 

* Match connector color-coding during connection. 
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DCA-005 (5m)/DCA-008 (1.5m) 
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5.1 ch surround decoder control unit 

5.ich 

5.i^ny A-f b|§£ q^q a is 


Note: 

When a 5.1 ch surround decoder is connected, switch the set to direct mode. For details on settings, see "Selecting the audio mode (MODE)" 
in the Owner's Manual. 
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Example of Digital Input Wiring 


When the digital input of a CD/DVD changer is wired, performing a system check fixes 
input to digital input. For this reason, the Adjust mode "D-OUT" item on this set is not 
displayed. 
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CeNET cable (included in connected equipment package) 
CeNETM () 

CeNET 7||o|l (°jgg 7|7|q aH71 a| o|| s.^s\Q\ Si#) 



Optical digital cable (sold separately) 

DCA-005 (5m)/DCA-008 (1,5m) 

* Match connector color-coding during connection. 
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CeNET DVD changer 
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Notes: 

* When the optical digital cable is connected to or disconnected from this set later, press the function button while holding down direct 
buttons [1] and [6] with the power OFF to perform a system check. 

Though pressing the reset button also performs a system check, the contents of memory will be erased completely in this case. 

* When the digital input of a DVD changer is connected, read the Owner's Manual provided with the DVD changer, and change "AUDIO 
OUT" in the "GENERAL SET UP" menu to "SPDIF/PCM". 

When "AUDIO OUT" is set to "SPDIF/RAW", DIGITAL/dts audio is not output. Also, noise is sometimes output. 
it : 
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9. SYSTEM EXAMPLE / / A|^a ?^Oil 


■ Connecting an External Amplifier and Speakers 

This set is provided with three modes matched to the speaker configuration, and outputs 
audio or the source according to each speaker configuration. Select the Adjust Mode 
"MODE" and switch to the mode matched to the speaker configuration. For details on 
settings, see "Selecting the audio mode (MODE)" in the Owner's Manual. 

The factory default setting is "STANDARD". 


®. “Mode- #at))ttsij^a^«sMiEEWttJt. 

.*., ( mode i -. 

“standard- . 
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Compatibility with general speakers 

• RCA 8ch configuration: HIGH (2ch) + FRONT (2ch) + REAR (2ch) + 
SUB-WOOFER (2ch) 


• RCA 8|n)i|BH: HIGH ( ) + FRONT ( 2|o jtt ) + REAR ( 2^fi ) + SUB¬ 

WOOFER (2*il) 


aj© ^it|^2J.oj 

• RCA 8^1 *3: HIGH (2*11 tf) + FRONT (2*Hs) + REAR (2*Hs) + SUB¬ 
WOOFER (2*HU) 


I high > 


RCA output terminal 
RCA&fUiS? 

RCA sn 
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RCA pin cable (sold separately) 
RCAftfcii ( Sim) 

RCA£! ?i|0|#(S£SnH) 


External power amplifier 

(sold separately) Speaker 

^ ntfl ms. (is a°n) 


Tweeter 

OLsli_ 



Compatibility with multi-speakers 

• RCA 8ch configuration: HIGH (2ch) + MID (2ch) + LOW (2ch) + SUB-WOOFER (2ch) 


■ RCA8jUjtE*: HIGH ( 2piM ) + MID ( 2*jS ) + LOW ( 2*jS ) + SUB-WOOFER 

(2jSsii) 

SE| rE442)4 Si)S 

• RCA 8*H s 7-3 : HIGH (241) + MID (2*H!) + LOW (2*H1) + 

SUB-WOOFER (2*HU) 


RCA pin cable 

RCA output terminal (sold separately) 

RCAffidj RCAf+%^ ( ) 

RCA 'Em RCA S ?l|0|» (US. flo||) 


External power amplifier 
(sold separately) Speaker 

«** 

*1^ nffl (S£ 9°H) 


I HIGH > 


c nrrpi 

e nm 



Tweeter 

E.?-m 




cniu 

The source is played back as it is without sound quality adjusted. 

• RCA 6ch configuration: FRONT (2ch) + REAR (2ch) + NON-FADER (2ch) 

*iiTfS«±*fsat®. 

• RCA 6|£jlEM: FRONT ( 2|Sjt) + REAR ( 2*jt) + NON-FADER ( 2|&it) 
Lt©* **2| ©»0| O|^-Oix|x| *4© 4**44. 

• RCA6*H1 T3: FRONT (2*111) + REAR (2*111) + NON FADER (2*H!) 


RCA output terminal 
RCAffitbifi? 

RCA 


| HIGH > 


| FRONT> 


I REAR > 


| NON-F > 


r- fin— 2=jU Not connected RCA pin cable 
1 — liJJ—j yr 7kSS r _ i (sold separately) 

■= in~fr 


RCAft^^ ( ) 

RCAS ?I|0|1-(«£=!□«) 


External power amplifier 
(sold separately) 

> 

Si* (1H SDH) 


Speaker 

m II 



r= d 3 n 

c jrnh 







=C 

=n 


Front speaker 

1 mm&m 


r<1 



ft" 

=K\ 

=m 


Rear speaker 

mmmtm 

ft|&) 723I|?i 


rn 


—li 

=n 

Sub-woofer 

aEfE^ts^it 







10. GENERAL CAUTIONS / —/ flgijlg] 


1. Do not open the case. There are no user serviceable parts inside. If you drop 
anything into the unit during installation, consult your dealer or an authorized 
CLARION service center. 

2. Use a soft, dry cloth to clean the case. Never use hard cloth, thinner, benzen, alcohol, 
etc. For tough dirt, apply a little cold or warm water to a soft cloth and wipe off the dirt 
gentry. 


IMPORTANT: 

Improper installation may cause damage to your unit or car. If you do not have the 
appropriate experience, consult a qualified installer. Cutting chassis wire leads voids 
the warranty. 



■ Connection Check List 

After finishing wiring, check each RCA pin cable and speaker terminal, and power cord 
connections. 

Do not forget to connect the remote ON cord. 

* To prevent miswiring, use the Connection Check List for the external power amplifier. 


1. «rtsawfflm ummmm. « 

^afliSsEflftWCLARIONlUfM^ttJ*®*. 

2 . msr£s»». 


: 


^-itftgsoNa. 


1 . 7)|0|i* 14 °i*A|©. 0iHHft4|4 A(S4* 4 aft ft@o| *oj s)ft 44 . 14 
goil *7)* *Oj£EB|7i| 4©, 144 12|Sf7l4 ©7)“tft CLARION 2) AjH|ft Ajl 
Ejaf At°|H)-*A|©, 

2 7i|0|i* crllft ft©©© Qf# ft® Ajg*|-©A|© 44St ft0|4 A|4 Hjl 

si, i* se 14 Ajft*f 4 aj-AjAi©. c)a(*ea* a°°iift, 2 * 4^4714 4 

*# ft oil **| cis)£ ft* ft-oj 4 © a| ©. 


ft»|»l 14ft ojHHftaj 7]7|aj 4*441 ftft* ** ft Sl#44. o[ 7|7|* 1 
*1* ftft atiol aft Afatft 44 * l*|Aja) Aro| # ^A|©. 444 7)|o|* 
4©» Ajsft 3 ft #*©#* fts/af sjft 3144. 


■ Sfl *llHa|^E 

“Hft* ojft cj* zr rca ft 401*4 ±Ti\y\ © 4 , a.5-1© ft* s©°| ©** *l|©if 
44. 

b[©e on©©* ©a4ft 3* a4 4! A i©. 

*a*a “Hft* et447i 4 *h, 4ft 44 <a©42i ©a *hi© 5 | 2 *.* a)s 4 |] 

A|©, 


Speaker terminal 

qx\ 

External amplifier side 

4'jMAItf!! 
aift °g=4- 

Speaker side 

LS4 

BSr 

Lftft 

R £/ # 

® e 

© ; 0 

® © 

© © 

HIGH 

1 

1 

1 

1 

MID(FRONT) 

1 

1 

1 

1 

1 

1 

1 

1 

LOW (REAR) 

1 

1 

1 

1 

SUB-W (NON-F) 

l 

1 

1 

1 

1 


RCA output terminal 

RCASStfiSft 

RCA *4 ©4 

Set side 

^MiJ 

External amplifier side 

4ft 

L (white) soft) 4 (Sift) 1 R (red) 4 (Hft) ft (“*©*) 

L (white) ft ( aft ) 4 (*4) 'r (red) ft ( Sift ) ft («f©4) 

HIGH 

1 

1 

MID(FRONT) 

1 

1 

1 

1 

LOW (REAR) 

1 

1 

SUB-W (NON-F) 

1 

1 

1 

1 


Clarion Co., Ltd. 

































































































































































































































































































































































































































































